This water-resistant banner product is ideal for indoor and outdoor banners and signs. This
product is not a true "block-out" media. Printed life expectancy is six months outdoors without
lamination using pigment inks.

Caliper/Gauge: 15 mil Ink: Dye & Pigment
Weight: 4459 Opacity: 85%

Adhesive: N/A Gloss (60°): 2

Availability: 36", 42", 50", 60" Whiteness: 120

Printing Environment: 60-80° F, 50% Relative Humidity

Ideal Storage Conditions: 70°, 50% Relative Humidity, store in original packaging

Shelf Life: Six months at Ideal Storage Conditions

Pigment inks are recommended to achieve high levels of water-resistance. Dye-based inks can
be used to increase color gamut, however, water-resistance will be decreased. An ICC profile
and RIP are recommended.
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For added surface protection against dirt and abrasion, a pressure sensitive laminate, or liquid
laminate can be applied to the product. This product can be grommeted for short-term indoor
banner applications. Metal grommets should be inserted to penetrate 2-4 layers of materials for
increased strength and durability. Standard high tack banner tape can be used for added strength
and reinforcement. Sewing the material can scratch or pick off coating. If sewing is desired, it is
recommended that the material be double stitched hem side up with a maximum of five stitches
per inch. Half moon wind slits are recommended for banners that are 10 ‘ or larger.
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Indoor/Outdoor banners, Trade show displays, pop-up banner stands, POS/POP displays

Disclosure:

All recommended settings, properties and technical information are based upon tests that are believed to be reliable. This
document does not stand as a guarantee or warranty for the product described within. The purchaser of this product has
the sole responsibility for determining if the product described within is a suitable fit for purchaser’s application.

Liability for defective products shall not exceed the purchase price paid by purchaser. If a product is found to be
defective, as determined by supplier, the sole obligation by supplier is to replace defective product without charge. No
additional compensation for defective product will be made. This document does not stand as a guarantee of
performance or satisfaction.
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