Universal Instant-Dry White Film has a brilliant, white gloss finish for outstanding color vibrancy.
Film is has a polyester base with a universal inkjet coating for use with dye and pigment inks and
thermal and piezo printers.

Caliper/Gauge: 5 mil Ink: Dye & Pigment
Weight: N/A Opacity: 96%
Adhesive: N/A Gloss (60°): 70
Availability: 177, 247, 36",42°,50”, | Whiteness: 103
60”

Printing Environment: 60-85° F, 40 to 60% Relative Humidity

Ideal Storage Conditions: 70°, 50% Relative Humidity, store in original packaging

Shelf Life: One year at Ideal Storage Conditions

Due to the inkjet coating and film nature always use gloves when handling. Photo Film or Gloss
Photo Paper setting is acceptable for most printers. For increased ink saturation an ICC profile
and RIP is recommended.

LS 1 #
Can be laminated with either pressure sensitive or low temperature thermal laminate. Before
lamination, please allow image to dry for 24 hours.

Photo Reproduction, Indoor and short term outdoor displays, POP/POS, Trade Show Graphics

Disclosure:

All recommended settings, properties and technical information are based upon tests that are believed to be reliable. This
document does not stand as a guarantee or warranty for the product described within. The purchaser of this product has
the sole responsibility for determining if the product described within is a suitable fit for purchaser’s application.

Liability for defective products shall not exceed the purchase price paid by purchaser. If a product is found to be
defective, as determined by supplier, the sole obligation by supplier is to replace defective product without charge. No
additional compensation for defective product will be made. This document does not stand as a guarantee of
performance or satisfaction.
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