This backlit film is made of an ultra-durable polyester film for use in indoor and short-term outdoor
backlit displays. The durable nature of the product resists degradation from prolonged exposure
to heat and UV rays. This media has an inkjet receptive matte coating.

Caliper/Gauge: 10 mil Ink: Dye & Pigment
Weight: 210g Opacity: 75%

Adhesive: N/A Gloss (60°): 2.4
Availability: 36", 42”,50”, 60” Whiteness: 85

Printing Environment: 60-85° F, 40 - 60% Relative Humidity

Ideal Storage Conditions: 59°-86°, 30-70% Relative Humidity, store in original packaging

Shelf Life: One year at Ideal Storage Conditions

Pigment inks are recommended for true water-resistance and longer UV exposure. Dye inks can
be used but image performance will be reduced. Photo Matte film/paper is acceptable for most
printer settings. For optimum image performance an ICC profile is recommended.
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It is not recommended to apply laminate this product. However, if laminate must be used,
pressure sensitive or low-temp thermal laminate is acceptable.
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Backlit displays, Trade Show Booth header or end-cap graphics

Disclosure:

All recommended settings, properties and technical information are based upon tests that are believed to be reliable. This
document does not stand as a guarantee or warranty for the product described within. The purchaser of this product has
the sole responsibility for determining if the product described within is a suitable fit for purchaser’s application.

Liability for defective products shall not exceed the purchase price paid by purchaser. If a product is found to be
defective, as determined by supplier, the sole obligation by supplier is to replace defective product without charge. No
additional compensation for defective product will be made. This document does not stand as a guarantee of
performance or satisfaction.
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