
Aqueous Media - Banner & Sign 

 

 

 

Solvent Media - Banner 

Premium Two-Sided Scrim Vinyl 15mil 
 
This premium, two-sided banner material is a smooth, flexible PVC material with a  highly tear-
resistant polyester fabric embedded between two white layers of vinyl.  The product is water-
resistant and is printable on both sides.  This media has a block-out layer that provides true 100% 
opacity. 
 
Technical Properties: 

Caliper/Gauge: 15 mil Ink: Solvent & Eco-Solvent 

Weight: 440g Opacity: 100 

Adhesive: N/A Gloss (60°): 2 

Availability: 38", 54", 61" Denier Strength: 500Dx500D  

Printing Environment: 60-80° F,50% Relative Humidity 

Ideal Storage Conditions: 70° F, 50% Relative Humidity in original packaging 

Shelf Life: One year at Ideal Storage Conditions 

 
 

Printing Tips:  
Solvent and Eco-Solvent based inks are recommended of this media.  An ICC profile is also 
recommended with proper printer settings.  Allow image to dry 24-hours before exposure to water 
or moisture.  It is recommended to disable built-in cutter blades on printers equipped with this 
feature.  Heavy material can cause cutter failure and print head jamming. 
 

Finishing/Mounting Recommendations:  
Pressure sensitive or liquid laminate recommended.  Thermal laminate application may distort 
media.  Before lamination, please allow image to dry for 24 hours. This media may be 
grommeted.  Standard high-tack banner tape can be used for added strength and reinforcement. 
Sewing the material can scratch or pick off coating. If sewing is desired, it is recommended that 
the material be double stitched hem side up with a maximum of five stitches per inch. Half moon 
wind slits are recommended for banners that are 10' or larger. Corner reinforcements, 
professional installer and proper installation tools are strongly recommended. 
 

Main Applications: 
Indoor/Outdoor banners, Tradeshow displays, Booth banners, Long-term signage 
 
 
Disclosure: 

All recommended settings, properties and technical information are based upon tests that are believed to be reliable.  This 
document does not stand as a guarantee or warranty for the product described within.  The purchaser of this product has 
the sole responsibility for determining if the product described within is a suitable fit for purchaser’s application.   
 
Liability for defective products shall not exceed the purchase price paid by purchaser.  If a product is found to be 
defective, as determined by supplier, the sole obligation by supplier is to replace defective product without charge.  No 
additional compensation for defective product will be made.  This document does not stand as a guarantee of 
performance or satisfaction. 


