
Aqueous Media - Banner & Sign 

 

 

 

Solvent Media - Film & Vinyl (non-PSA) 

White Static Cling Vinyl 7mil 
 
This white, flexible vinyl adheres to glass or polished surfaces without use of adhesive.  Product 
is ideal for window advertising, retail case stickers and other promotional pieces. 
 
Technical Properties: 

Caliper/Gauge: 7 mil (10pt. Coated 
cardstock) 

Ink: Solvent & Eco-Solvent 

Weight: Indoor use only Opacity: 92% 

Adhesive: N/A Gloss (60°): 95 

Availability: 50” Vinyl Tape: Calendared 

Printing Environment: 60-80° F,50% Relative Humidity 

Ideal Storage Conditions: 70° F, 50% Relative Humidity in original packaging 

Shelf Life: Six months at Ideal Storage Conditions 

 
 
Printing Tips:  
Solvent and Eco-Solvent based inks are recommended of this media.  An ICC profile is also 
recommended with proper printer settings.  Printed media should be laid on a flat surface until 
ready for application.  Folding or creasing of material could damage printed image quality. 
 

Finishing/Mounting Recommendations:  
If lamination is desired use only pressure-sensitive overlaminate.  Minimum application 
temperature is +20°F for substrate.  Service temperature range is 0° to 180°F.  Material resistant 
to distilled water and detergent.  Poor resistance to alkalies, mild acids, most petroleum-based oil, 
grease and aliphatic solvents and salts. 
 

Main Applications: 
Window displays, stickers, promotional pieces 
 

Recommended Application Surfaces:  
Glass or polished surfaces 
 
 
 
Disclosure: 

All recommended settings, properties and technical information are based upon tests that are believed to be reliable.  This 
document does not stand as a guarantee or warranty for the product described within.  The purchaser of this product has 
the sole responsibility for determining if the product described within is a suitable fit for purchaser’s application.   
 
Liability for defective products shall not exceed the purchase price paid by purchaser.  If a product is found to be 
defective, as determined by supplier, the sole obligation by supplier is to replace defective product without charge.  No 
additional compensation for defective product will be made.  This document does not stand as a guarantee of 
performance or satisfaction. 


