
Aqueous Media - Banner & Sign 

 

 

 

Solvent Media - PSA Vinyl 

 

PSA Matte White Vinyl, Permanent Adh 5mil 
 
This Adhesive-backed matte white vinyl is made for solvent inks.  This calendared vinyl produces 
high-quality images for use in POP/POS, tradeshow, signage and banners.  The matte finish will 
reduce glaring in high-lighting areas.  This product is equipped with a permanent, solvent-based 
adhesive for use on most flat surfaces.   
 
Technical Properties: 

Caliper/Gauge: 5 mil (7 mil w/liner) Ink: Solvent & Eco-Solvent 

Weight: 280g Opacity: 90 

Adhesive: Permanent Solvent-
Based 

Gloss (60°): 2 

Availability: 30”, 48", 54”,60”, 72” Vinyl Type: Calendared 

Printing Environment: 60-80° F,50% Relative Humidity 

Ideal Storage Conditions: 70° F, 50% Relative Humidity in original packaging 

Shelf Life: One year at Ideal Storage Conditions 

 
 
Printing Tips:  
Solvent and Eco-Solvent based inks are recommended of this media.  An ICC profile is also 
recommended with proper printer settings.  Printed media should be laid on a flat surface until 
ready for application.  Folding or creasing of material could damage printed image quality. 
 

Finishing/Mounting Recommendations:  
Pressure sensitive laminate recommended.  Thermal laminate application may distort media.  
Before lamination, please allow image to dry for 24 hours.  A laminator is recommended if media 
is being mounted to a mounting board.  Maximum pressure should be used for all mounting 
applications.  Do not use high-tack application tapes, low tack recommended.  Application tapes 
also may cause slight yellowing of coating. Pretest all application tapes before applying to printed 
media.  Avoid stretching media during installation.  Media is not repositionable during or post 
installation. 
 

Main Applications: 
Indoor/Outdoor display graphics, POP/POS 
 

Recommended Application Surfaces:  
Stainless steel, glass, acrylics, Plexiglass, Gatorfoam, Foam Core, Sintra.  Textured, drywall and 
wood surfaces are not recommended. 
 
 
 
Disclosure: 

All recommended settings, properties and technical information are based upon tests that are believed to be reliable.  This 
document does not stand as a guarantee or warranty for the product described within.  The purchaser of this product has 
the sole responsibility for determining if the product described within is a suitable fit for purchaser’s application.   
 
Liability for defective products shall not exceed the purchase price paid by purchaser.  If a product is found to be 
defective, as determined by supplier, the sole obligation by supplier is to replace defective product without charge.  No 
additional compensation for defective product will be made.  This document does not stand as a guarantee of 
performance or satisfaction. 


